TYPEFACE / FONT USED

PMS COLOUR MATCHING

BINDING COLOUR - roLY ROOF ONLY

NON-PRINTED SIDE - rovvroor & watts onty

VALAN CE FLAP - UNIQUE FEATURE NOT STANDARD

STANDARD COLOUR RANGES

POLY: 500D PVC Coated Polyester

PVC: Imported Belgian 100% PVC

PMS PMS PMS PMS White Black Maroon Red Green Blue Yellow Orange Light Blue Pink
T T N OT A P P L I CA B L E PVC CMYK-0000 CMYK-80080 100 CMYK- 6098780 CMYK- 0 95 69 38 CMYK-800 7645 CMYK-8672015 CMYK-027 1000 CMYK-047 1000 CMYK-780025 CMYK-069260
E XT R E M E MA RQ U E E s A R IA L - B 0 L D W H I E W H I E Pantone - White Pantone - black 6 ¢ Pantone - 506 c Pantone - 7427c Pantone - 7733c Pantone - 7687c Pantone - 7408c Pantone - 1375c Pantone - 7703c Pantone -190c
ON TH IS ORDER White Black Maroon Red Green Blue Yellow Orange
Po LY CMYK-0000 CMYK- 75 67 67 89 CMYK- 3510073 54 CMYK-0 100 65 35 CMYK-93 07956 CMYK-10072018 CMYK-021931 CMYK- 0601000
Pantone - White Pantone -black 6 ¢ Pantone -7421c Pantone -207c¢ Pantone -7727c Pantone -7686¢ Pantone -123c Pantone -715c¢

The font shown in the above box indicates the font
used on your order.

All printing is done using CMYK on a large format printer.

Pantone Colours / PMS can be supplied they will be
converted to a CMYK breakdown for digital printing.

Binding - The fabric used to join roof panels together.

The colour shown in the above box indicates the
colour of the binding used on your order.

Colour of the non-printed side of fabric

As a standard all printed fabrics are white on the
reverse, the colour shown in the above box indicates
the reverse side of the printed fabric on your order.

Applicable for Detachable Valances or New Style Awnings.

As a standard the colour of your Valance Flap is
matched to the main background colour of the
artwork on the Valance of your marquee.

PREMIUM COLOUR RANGES

POLY: 500D PVC Coated Polyester

PVC: Imported Belgian 100% PVC

Grey Granite

Any Standard Colour from our range can be
selected to complete your order.

Any free to download font can be used or
alternatively please supply your font.

Please state to our Graphics Coordinator if you require colour
matching to either a PMS colour or a physical sample.

5.5m x 5.5m HEX FOLDING MARQUEE

ROOF & VALANCE PANELS

PVC CMYK- 232624 32
Please review the colour shown . Pantone- 408 C

While we make every effort to match PMS colours, Custom coloured binding is available, please contact our Other colours are available RED, YELLOW, GREEN or BLUE * Please state to our Graphics Coordinator if you require this changed. lvory
slight variation in colour will occur. Graphics Coordinator for a quote. Please note these extra fees may occur and the backing colours vary from standard colour range. POLY

% Zoom in to view your artwork (Ctrl+equal sign) ot W B

Please select from WHITE or BLACK

Nude Fawn | Navy Blue Deep Ocean Blue TheBaggy Green Apple Green Candy Pink Lollipop Purple Cola Red

CMYK- 9550352 CMYK-10047072 CMYK- 10005671 CMYK-6401000 CMYK-010000 CMYK-519400 CMYK-0 1008513
Pantone -2955¢ Pantone - 540c Pantone -3292c¢ Pantone -360c Pantone -219c Pantone -513c Pantone -186¢c

Please state to our Graphics Coordinator if you require this changed.
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INSIDE HALF WALLS
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OUTSIDE HALF WALLS
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2990mm 2990mm 2990mm 2990mm 2990mm 2990mm

Please Note:

All artwork is printed in CMYK, please convert all PMS or RGB artwork to equivalent CMYK
colour break downs. Please be aware that slight colour variation may occur in the printing
process as colours displayed on a monitor can change when printed.

Place artwork in the Design Layer of this document.

Half Wall Note:

Half Walls are folded over a crossbar and
stitched onto the inside (as shown).

For outside half wall printing, the artwork should
be up to the designated “top of the half wall
line”. On the inside half wall artwork should
finish at the stitching line.

Key

This template is designed at a 10% scale of the final product.
Rasterised artwork supplied at 300dpi to suit this template size
is the minimum requirement for a high quality final print.

Edge of panel

=== = = = Stitching line

@ Zoom in to view your artwork (Ctrl+equal sign)
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